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TECHNICAL NOTE NO. 240 
REPERTOIRE OF INSTRUCTIONS FOR THE AN/USQ-20 UNIT COMPUTER 

1. INTRODUCTION 

This technical note presents the instruction repertoire for the AN/USQ-20 NTDS Unit Com- 
puter. Details presented are limited to the needs of the NTDS programmer and list only 
symbols, registers, terms, and instruction characteristics pertinent to programming the 
computer. 

Major programming differences between the AN/USQ-20 and its forerunner, the AN/USQ-17, 
lie in the area of input/output characteristics. The AN/USQ-20 Unit Computer features 
simplified instructions pertaining to both input and output on 14D channels, 12D of which have 
external function capabilities. In addition, the computer provides a more powerful Repeat in- 
struction, two instructions with parity check, buffer monitoring, and other modifications. 

Those familiar with the AN/USQ-17 instruction repertoire should make special note of the 
following AN/USQ-20 instructions: 13, 17, 40, 44, 60, 62, 63, 66, 70, 73, 74, 75, and 76. 
Major revisions have been made to these instructions specifically. In addition, the reader 
must also be aware of fault procedures since function codes 00 and 77 are fault conditions 
which, if executed, will cause default interrupt 

2. GENERAL INFORMATION 

The Naval Tactical Data System Unit Computer (NTDSUC) is a self-modifying, one-address 
computer. Although this means that one reference or address is provided for the execution 
of an instruction, this reference can be modified automatically during a programmed sequence. 
The references are modified by using the B (index) registers one through seven, which con- 
tain any previously stored constants. To modify the address, the content of a selected B- 
register is added to the Operand Designator, y. 

A programmed address is coded using octal notation with each octal digit denoting three bi- 
nary digits. The instructions are read sequentially from Magnetic Core Storage except after 
Jump or Skip instructions. 



A. SYMBOL CONVENTIONS - The following symbols are used throughout the descriptive 
material on instructions: 

a - a register (A, Q, B ), a memory location Y, or a constant, 

(a) = content of a. 

(a). = initial content of a. 

(a ), = final content of a . 

a = the n bit of a . 



n 



J.L. 

(a) = then bit of the content of a . 



A 



f = Function Code Designator (i 2g , . . . , i 24 )*. 

j = Branch Condition Designator (i 2 „ , . . . , i 21 )*• 

^ = Input/Output Channel Designator (i„„ , . . . , i 20 )*. 

= Operand Interpretation Designator (i 20 > • • • > Hf^*' 

k = Operand Interpretation Designator (jL fl , ... , Uq)*' 

b = Index Designator (L-, i lg , i 15 )*. 

y = Operand Designator (i 14 , .... , i Q )*. 

Y = the Operand (regardless of source). 

Y = y + (B b ). 

1) The operand or address of the operand for the Read portion of an in- 
struction or 

2) The destination address for the Store portion of an instruction. 

(Y) = content of memory address Y. 

L(Y)(Q) = bit -by -bit multiplication, logical multiply of Y , and (Q) . 

A = A-register or accumulator (30-bit arithmetic register). 

B = seven B-registers (15 bits each). B-registers are address-modifying regis- 

7 
ters generally used for indexing loops in a program; in addition, B serves 

as a repeat counter. (The address modification does not alter the instruc- 
tions as stored in memory.) A b or j designator specifies the B-register 
used. 

Q = Q-register (30-bit arithmetic register). 

U = U-register (30 bits). The U-register holds the instruction word during 

execution of an operation. If address modification is required before execu- 
tion, the appropriate B-register content is added to the lower-order 15 bits 
of the U-register before execution. 



* i is the n Ln bit position in an instruction. 



P = P-register (15 bits). The P-register is the Program Address Register. This 

register holds the address of the current instruction throughout the program 
except for Jump instructions where the P-register is cleared and the new 
program address is entered. 

C = the 14D input/output channels (30 lines each). Channels consist of transmis- 

sion lines, therefore they cannot be considered registers. The designator j 
specifies (in octal) the channel used. 

Figure 1 illustrates bit configuration of instruction designators in two forms. Form I per- 
tains to input/output instructions; Form n pertains to all other instructions. 
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Form I - Input/Output Instructions 
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Form II - All Other Instructions 



Note: ^ = C input/output channel 



Figure 1. Bit Allocation of Instruction Designators 



Table 1 is a list of the computer ! s entire repertoire of instructions; each instruction is listed 
by its function code number and name. Two cards contained in envelopes in the back of this 
technical note also show the repertoire. In addition, the instructions on these cards are 
lettered in a form which indicates coding used by the CS-1 Compiling System. 



* Additional references: 1) NTDS Technical Note No. 202 Compiling System CS-1. 

2) Compiling System CS-1 - Programmer's Reference Manual 
PX 1349. 

3) Phase m Basic Input Language PX 1478. 



TABLE 1. INSTRUCTION REPERTOIRE - AN/USQ-20 UNIT COMPUTER 



CODE 


FUNCTION NAME 


CODE 


FUNCTION NAME 


00 


(Fault Interrupt) 


40 


ENTER LOGICAL PRODUCT 


01 


RIGHT SHIFT Q 


41 


ADD LOGICAL PRODUCT 


02 


RIGHT SHIFT A 


42 


SUBTRACT LOGICAL PRODUCT 


03 


RIGHT SHIFT AQ 


43 


COMPARE MASKED 


04 


COMPARE 


44 


REPLACE LOGICAL PRODUCT 


05 


LEFT SHIFT Q 


45 


REPLACE A + LOGICAL PRODUCT 


06 


LEFT SHIFT A 


46 


REPLACE A - LOGICAL PRODUCT 


07 


LEFT SHIFT AQ 


47 


STORE LOGICAL PRODUCT 


10 


ENTER Q 


50 


SELECTIVE SET 


11 


ENTER A 


51 


SELECTIVE COMPLEMENT 


12 


ENTER B n 


52 


SELECTIVE CLEAR 


13 


EXTERNAL FUNCTION ON C n 


53 


SELECTIVE SUBSTITUTE 


14 


STORE Q 


54 


REPLACE SELECTIVE SET 


15 


STORE A 


55 


REPLACE SELECTIVE COMPLEMENT 


16 


STORE B n 


56 


REPLACE SELECTIVE CLEAR 


17 


STORE C n 


57 


REPLACE SELECTIVE SUBSTITUTE 


20 


ADD A 


60 


JUMP (Arithmetic) 


21 


SUBTRACT A 


61 


JUMP (Manual) 


22 


MULTIPLY 


62 


JUMP ON C n ACTIVE INPUT BUFFER 


23 


DIVIDE 


63 


JUMP ON C n ACTIVE OUTPUT BUFFER 


24 


REPLACE A + Y 


64 


RETURN JUMP (Arithmetic) 


25 


REPLACE A - Y 


65 


RETURN JUMP (Manual) 


26 


ADD Q 


66 


TERMINATE C n INPUT BUFFER 


27 


SUBTRACT Q 


67 


TERMINATE C n OUTPUT BUFFER 


30 


ENTER Y + Q 


70 


REPEAT 


31 


ENTER Y - Q 


71 


B SKIP ON B n 


32 


STORE A + Q 


72 


B JUMP ON B n 


33 


STORE A - Q 


73 


INPUT BUFFER ON C n (without Monitor mode) 


34 


REPLACE Y + Q 


74 


OUTPUT BUFFER ON C n (without Monitor mode) 


35 


REPLACE Y - Q 


75 


INPUT BUFFER ON C n (with Monitor mode) 


36 


REPLACE Y + 1 


76 


OUTPUT BUFFER ON C n (with Monitor mode) 


37 


REPLACE Y - 1 


77 


(Fault Interrupt) 



B. FUNCTION CODE DESIGNATOR - f 

The f designator (6 bits) appears in bit -positions 29 through 24 of the U-register, or an in- 
struction, designating the function to be performed by that instruction. All values of f other 
than 00 and 77 are defined in the instruction list. The two codes 00 and 77 are fault conditions 
which, if executed, will cause a fault interrupt. This results in a jump to address 00014, the 
Fault Entrance Register or address 00014 of wired memory depending on the Automatic Re- 
covery Switch setting (see page 12). 

C. BRANCH CONDITION DESIGNATOR - j 

The j designator (3 bits) appears in bit -positions 23, 22, and 21 of the U-register, or an in- 
struction; it is used in a majority of the instructions (see Figure 1, Form n). There are 
three primary categories of use: 1) for Jump and Skip determination, 2) for B-register 
specification, and 3) for repeat status interpretation. Appropriate interpretations of the j 
designator are listed either below or under the descriptions of the individual instructions. 

For those instructions in which the j designator has no special interpretation, it specifies 
the condition under which the next sequential instruction in the program will be skipped. This 
provides for branching from a sequence without executing a Jump instruction, as would nor- 
mally occur if a Skip condition were not satisfied. 

Skip of the next sequential instruction is determined by the following rules in all instructions 
except 04, 12, 13, 16, 17, 26, 27, 60 through 67, and 70 through 76. 



= 
= 1 
= 2 

= 4 
= 5 
= 6 
= 7 



Do not skip the next instruction. 
Skip the next instruction. 
Skip the next instruction if (Q) is positive. 
Skip the next instruction if (Q) is negative. 
Skip the next instruction if (A) is zero. 3 " 
Skip the next instruction if (A) is nonzero. 
Skip the next instruction if (A) is positive. 
Skip the next instruction if (A) is negative. 



When the branch (Skip or Jump) condition involves the sign of the quantity in A or Q, the 
evaluation examines the sign bit of these quantities; hence, a positive zero (all zeros) is 
considered a positive quantity, and a negative zero (all ones) is considered a negative 
quantity. 



* Positive zero 



A 



D. INPUT/OUTPUT CHANNEL DESIGNATOR - j 



The j" designator (4 bits) appears in bit-positions 23, 22, 21, and 20 of the U-register, or an 
input/output instruction, specifying the C -channel for the instruction (see Figure 1, Form I). 
Bit 23 assumes a value of eight, bit 22 a value of four, bit 21 a value of two, and bit 20 a value 
of one; thus the j designator provides accessibility to the 14 (decimal) input/output channels 
numbered 0-15, 



8* 



A 



Instructions 13, 17, 62, 63, 66, 67, 73, 74, 75, and 76 use the j designator configuration. 

E. OPERAND INTERPRETATION DESIGNATOR - k or 1c 

The k designator (3 bits) [or k designator (2 bits)] appears in bit -positions 20, 19, and 18 of 
the U-register, or an instruction; a k designator appears only in bit positions 19 and 18, 
since bit 20 is a portion of the j designator. (See Figure 1, Forms I and n.) Instructions 13, 
17, 62, and 73 through 76 use the k designator configuration since they perform input/output 
activities and require a j designator for channel specification. 

The k and k designators control operand interpretation. Those instructions which read an 
operand but do not replace it after the arithmetic is performed are designated Read instruc- 
tions. Those instructions which do not read an operand but store one are designated Store 
instructions. Instructions which both read and store operands are classified as Replace 
instructions. 

The various values of k or k affect the operand in the following list except where otherwise 
noted under individual instruction descriptions. 

1) Read instructions (01 through 13, 20 through 23, 26, 27, 30, 31, 40 through 43, 50 
through 53, and 60 through 76): 



A 

k or k 


B 


0: 


Y 

u 


= 0»s; 


Y L= Y ' 






A 

k or k 


= 


1: 


Y 

u 


* 0's; 


Y L - < Y >I/ 






k or k 


= 


2: 


Y 

u 


= 0's; 


Y L = < Y V 






k or k 


= 


3: 


Y = 


Y. 








k 


= 


4: 


Y 

u 


= same bits as Y- 4 ; 


Y L 


= Y. 


k 


= 


5: 


Y 

u 


= same bits as Y- 4 ; 


Y L 


= (Y) L . 


k 


= 


6: 


Y 

u 


= same bits as Y 2Q ; 


Y L 


- < Y >u' 


k 


- 


7 


Y = 


(A). 









For instructions 23, 52, and 53, k = 7 is not used. 

For instruction 13, only k « 3 is permitted. 

For instructions 73 through 76, k = 2 is not used. 

2) Store instructions (14 through 16, 17, 32, 33, and 47): 

k * 0: Store (A or B^) in Q*. 

k = 1: Store (A T , Q T , or B 3 ) in Y T , leaving (Y) undisturbed. 

Li Lt Lt U 

k ■ 2: Store (A T , Q T , or B ] ) in Y , leaving (Y) T undisturbed. 

Lt Lt U J-j 

k or k * 3: Store (A, Q, c\ or B*) in Y. 
k = 4: Store (Q or B j ) in A** 

k = 5: Store complement of (A- , Q L , or B J ) in Y, , leaving (Y) 

undisturbed, 
k * 6: Store complement of (A, , Q T , or B 3 ) in Y , leaving (Y). 

Li Li U Ju 

undisturbed. 
k = 7: Store complement of (A, Q, or B J ) in Y. (Storing the complement 
of B } is the same complement as for a 30-bit register.) 

A 

For instruction 17, only k= 3 is permitted. 

3) Replace instructions (24, 25, 34 through 37, 44 through 46, and 54 through 57): 

k = 0: Not used. 

k * 1: Read portion - \* 0»s; Y L = (Y) L . 

Store portion - stores (A., Q., or B 1 ) in Y L , leaving (Y) 
undisturbed. 

k = 2: Read portion - Y = 0«s; Y T = (Y) . 

U Lt U 

Store portion - stores (A T , Q T , or B 3 ) in Y , leaving (Y)„ 

J-j Li U U 

undisturbed. 

k « 3: Read portion - Y = Y. 

Store portion - stores (A, Q, or B ) in Y. 

k = 4: Not used. 

k - 5: Read portion - Y = same bits at Y-, ; Y, » (YL . 

Store portion - stores (A T , Q T , or rf) in Y T , leaving (Y) f 
undisturbed. 



* A 14000 00000 instruction complements (Q). 
** A 15040 00000 instruction complements (A). 



k = 6: Read portion - Y = same bits as Y OQ ; Y T = Y . 

Tl £«7 J-l U 

Store portion - stores (A T , Q T , or B^) in Y , leaving (Y) T 

J_i J_i U Li 

undisturbed. 
k = 7: Not used. 

The Repeat instruction requires special interpretation when followed by a Replace instruc- 
tion. See details on page 24 , Instruction No. 70, REPEAT, 

F. INDEX DESIGNATOR - b 

The b designator (3 bits) appears in bit-positions 17, 16, and 15 of the U-register, or an in- 
struction (see Figure 1), specifying which of the B-registers, if any, will be used to modify 
the Operand Designator, y, to form Y = y + (B ). This operation employs an additive ac- 
cumulator; hence, a quantity consisting of all zeros cannot result unless the bits of both the 
Operand Designator, y, and (B ) are all zeros. 

Effect of the various values of b, the Index Designator, is summarized: 

b = 0: Do not modify y . 



b = 1: Add (B 

b = 2: Add (B 2 

b = 3: Add (B 3 

b = 4: Add (B 4 

b = 5: Add (B 5 

b = 6: Add (B 6 

b = 7: Add (B 7 



x to y (modulo 2 -1). 



15 
to y (modulo 2 -1). 

to y (modulo 2 -1). 

15 
to y (modulo 2 -1). 

to y (modulo 2 -1). 

15 
to y (modulo 2 -1). 

to y (modulo 2 -1). 



G. OPERAND DESIGNATOR - y 

The y designator (15 bits) appears in bit -positions 14 through of an instruction (see Figure 
1). The operand or address of the operand, Y, is relative to y since Y = y + (B ). 

H. MAGNETIC CORE MEMORY ASSIGNMENT 

The main Magnetic Core memory consists of 32,768 addressable storage locations. Seventy- 
three of these locations are special -purpose and provide eight distinct functions: 

1) The starting address from MASTER CLEAR 



2) The Fault Entrance Register 

3) The Real-Time Clock Register 

4) External Interrupt Entrance Register for each channel 

5) Internal Interrupt Entrance Register for each input channel 

6) Internal Interrupt Entrance Register for each output channel 

7) Input Buffer Control Register for each input channel 

8) Output Buffer Control Register for each output channel. 

Each of the other memory locations are used for: 

1) Instruction word storage 

2) Data storage. 

The following tabulation specifies Magnetic Core Memory Address assignments and associated 
storage functions. 



ADDRESS STORAGE FUNCTION 

(octal) 

Initial Starting Address from MASTER CLEAR 

1 Memory Word 

2 Memory Word 

3 Memory Word 

4 Memory Word 

5 Memory Word 

6 Memory Word 

7 Memory Word 

10 Memory Word 

11 Memory Word 

12 Memory Word 

13 Memory Word 

14 Fault Entrance Register 

15 Memory Word 

16 Memory Word 

17 Real-Time Clock Register 

2 External Interrupt Entrance Register for Channel 

2 1 External Interrupt Entrance Register for Channel 1 

2 2 External Interrupt Entrance Register for Channel 2 

2 3 External Interrupt Entrance Register for Channel 3 



ADDRESS 
(octal) 

000 2 4 

0025 

000 2 6 

000 2 7 

000 3 

000 3 1 

000 3 2 

000 3 3 

000 3 4 

0035 

000 3 6 

000 3 7 

00040 

000 4 1 

000 42 

4 3 

00 44 

0004 5 

000 46 

0047 

000 50 

000 5 1 

000 5 2 

5 3 

000 54 

0055 

000 5 6 

00 57 

00 60 

6 1 

000 6 2 

000 6 3 

6 4 

0065 



STORAGE FUNCTION 

External Interrupt Entrance Register for Channel 4 
External Interrupt Entrance Register for Channel 5 
External Interrupt Entrance Register for Channel 6 
External Interrupt Entrance Register for Channel 7 
External Interrupt Entrance Register for Channel 8D 
External Interrupt Entrance Register for Channel 9D 
External Interrupt Entrance Register for Channel 10D 
External Interrupt Entrance Register for Channel 11D 
External Interrupt Entrance Register for Channel 12D 
External Interrupt Entrance Register for Channel 13D 
Memory Word 
Memory Word 



Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Internal Interrupt Entrance Register 

Memory Word 

Memory Word 

Internal Interrupt Entrance Register for Output Channel 

Internal Interrupt Entrance Register for Output Channel 1 

Internal Interrupt Entrance Register for Output Channel 2 

Internal Interrupt Entrance Register for Output Channel 3 

Internal Interrupt Entrance Register for Output Channel 4 

Internal Liter rupt Entrance Register for Output Channel 5 



or Input Channel 
or Input Channel 1 
'or Input Channel 2 
or Input Channel 3 
'or Input Channel 4 
or Input Channel 5 
or Input Channel 6 
or Input Channel 7 
or Input Channel 8D 
'or Input Channel 9D 
or Input Channel 10D 
'or Input Channel 11D 
or Input Channel 12D 
'or Input Channel 13D 



10 



ADDRESS 
(octal) 

000 6€ 

00067 

0007 

0007 1 

0007 2 

0007 3 

000 7 4 

0007 5 

0007 6 

000 7 7 

00 100 

0010 1 

00 102 

00103 

00 104 

00105 

00 106 

00107 

00110 

00111 

00112 

00113 

00114 

00115 

00116 

00117 

00120 

0012 1 

00 122 

00123 

00 124 

00125 

00126 

0012 7 



STORAGE FUNCTION 

Internal Interrupt Entrance Register for Output Channel 6 
Internal Interrupt Entrance Register for Output Channel 7 
Internal Interrupt Entrance Register for Output Channel 8D 
Internal Interrupt Entrance Register for Output Channel 9D 
Internal Interrupt Entrance Register for Output Channel 10D 
Internal Interrupt Entrance Register for Output Channel 11D 
Internal Interrupt Entrance Register for Output Channel 12D 
Internal Interrupt Entrance Register for Output Channel 13D 
Memory Word 



Memory Word 

Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Input Buffer Control Register 
Memory Word 



or Input Channel 
or Input Channel 1 
or Input Channel 2 
or Input Channel 3 
or Input Channel 4 
or Input Channel 5 
or Input Channel 6 
or Input Channel 7 
or Input Channel 8D 
or Input Channel 9D 
or Input Channel 10D 
or Input Channel 11D 
or Input Channel 12D 
or Input Channel 13D 



Memory Word 

Output Buffer Control Register for Output Channel 
Output Buffer Control Register for Output Channel 1 
Output Buffer Control Register for Output Channel 2 
Output Buffer Control Register for Output Channel 3 
Output Buffer Control Register for Output Channel 4 
Output Buffer Control Register for Output Channel 5 
Output Buffer Control Register for Output Channel 6 
Output Buffer Control Register for Output Channel 7 
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ADDRESS STORAGE FUNCTION 

(octal) 

13 Output Buffer Control Register for Output Channel 8D 

13 1 Output Buffer Control Register for Output Channel 9D 

13 2 Output Buffer Control Register for Output Channel 10D 

13 3 Output Buffer Control Register for Output Channel 11D 

13 4 Output Buffer Control Register for Output Channel 12D 

13 5 Output Buffer Control Register for Output Channel 13D 

(0 0136-0777 7) = 4,002D words of memory 

(10000-1777 7) = 4,096D words of memory 

(2 0000-2777 7) = 4,096D words of memory 

(3 0000-3777 7) = 4,096D words of memory 

(4 0000-4777 7) = 4,096D words of memory 

(5 0000-5777 7) = 4,096D words of memory 

(6 0000-6777 7) = 4,096D words of memory 

(7 0000-7777 7) = 4,0&6D words of memory 

I. WIRED MEMORY - The AN/USQ-20 Unit Computer contains 16D words of semipermanent 
wired core storage. Programming this memory area requires a process of wiring-in the 
desired instructions. The semipermanent feature of these storage locations prevents acci- 
dental destruction of program instructions contained therein since entries cannot be made via 
main memory. 

An Input Bootstrap routine occupies this memory, and its execution is controlled by the Auto- 
matic Recovery Switch. 

J. AUTOMATIC RECOVERY- In the event of a fault condition (encountering either a 00 
or 77 function code), the Automatic Recovery Switch directs computer activity. This switch 
has three positions: 1) DOWN, 2) NEUTRAL, and 3) UP. Action resulting from these posi- 
tions is: 

1) DOWN position - This causes manual execution of the Bootstrap routine. Computer 
action begins at address of Wired Memory and executes the Bootstrap routine when 
this switch is depressed. (A MASTER CLEAR should precede this operation.) 

2) NEUTRAL position - This causes an Interrupt to address 00014 of Main Memory 
on a fault condition. Action continues as programmed. 

3) UP position - This causes an Interrupt to address 14 of Wired Memory on a fault 
condition. This results in automatic execution of the Bootstrap routine. 
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K. BUFFER MODES - The AN/USQ-20 Unit Computer provides two modes of buffering: 
1) with monitor and 2) without monitor. 

Buffering with monitor transfers words sequentially, starting at a given initial address 
through a given terminal address, on the specified input or output channel. The computer 
continues execution of program instructions during the buffer process. Completion of the 
buffering process causes an Internal Monitor Interrupt to the Internal Interrupt Entrance 
Register assigned to the input or output channel. (See subsection H, MAGNETIC CORE 
MEMORY ASSIGNMENT.) This register should contain a RETURN JUMP instruction*. (See 
Instructions 75 and 76.) 

Buffering without the monitor transfers words sequentially, starting at a given initial address 
through a given terminal address, on a specified input or output channel. The computer con- 
tinues execution of program instructions during the buffer process. No monitor interrupt will 
occur. (See Instructions 73 and 74.) 

3. LIST OF INSTRUCTIONS 

This section lists the repertoire of instructions used with the NTDS AN/USQ-20 Unit Com- 
puter. Common usage of these instructions is also included; no attempt is made to indicate 
more sophisticated use. 

01 RIGHT SHIFT Q 

This instruction shifts (Q) to the right Y bit positions. The higher-order bits are re- 
placed with the original sign bit as the word is shifted. Only the lower -order six bits 
of Y are recognized for this instruction. The higher -order 24 bits are ignored. 

Example of right shift in Q: Y = 2 



Content of Q 


Content of Q 


(Q). (positive) =0101 
First shift 10 
Second shift 1 


(Q). (negative) =10 10 
First shift 110 1 
Second shift 1110 



02 RIGHT SHIFT A 

This instruction shifts (A) to the right Y bit pdsitions. The higher-order bits are re- 
placed with the original sign bit as the word is shifted. Only the lower -order six bits of 



* Suggested instruction for the Internal Interrupt Register is: 
650nn nnnnn - Exit to an Interrupt subroutine for remedial action. This subroutine ends 
with a 601nn instruction which clears the Interrupt mode, then returns 
control to the main routine. 



13 



Y are recognized for this instruction. The higher-order 24 bits are ignored. The over- 
all operation is analogous to the example given in the foregoing instruction. 

03 RIGHT SHIFT AQ 

This instruction shifts (A) and (Q) as one 60-bit register. The shift is to the right Y bit 
positions with the lower-order bits of A shifting into the higher-order bit positions of Q. 
The higher-order bits of A are replaced with the original sign bit as the word is shifted. 
Only the lower-order six bits of Y are recognized for this instruction. The higher- 
order 24 bits are ignored. 

Example of right shift in AQ: Y = 2 



Content of AQ 


Content of AQ 


(AQ). (positive) = 01010011 
First shift 0010100 1 
Second shift 00010100 


(AQ). (negative) = 10001010 
First shift 11000101 
Second shift 11100010 



04 COMPARE 

This instruction compares the signed value of Y with the signed value of (A) and/or (Q). 
ft does not alter either (A) or (Q). The Branch Condition Designator, j , is interpreted in 
a special way for this instruction as listed below: 



J-0 

j = l 

j = 2 
j = 3 
j = 4 

j = 5= 

j = 6: 
1-7: 



Do not skip the next instruction. 

Skip the next instruction. 

Skip the next instruction if Y is less than, or equal to, (Q). 

Skip the next instruction if Y is greater than (Q). 

Skip the next instruction if (Q) is greater than, or equal to Y, and Y is 
greater than (A) . 

Skip the next instruction if Y is greater than (Q) or if Y is less than, or 
equal to, (A). 

Skip the next instruction if Y is less than, or equal to, (A). 

Skip the next instruction if Y is greater than (A). 



05 LEFT SHIFT Q 



This instruction shifts (Q) circularly to the left Y bit positions . The lower-order bits 



* Maximum shift count permitted is 59D places. 
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are replaced with the higher-order bits as the word is shifted. Only the lower-order six 
bits of Y are recognized for this instruction. The higher -order 24 bits are ignored. 
Example of left circular shift in Q: (Y) = 2 



Content of Q 


Content of Q 


(Q). (positive) =0011 
First shift 110 
Second shift 110 


(Q). (negative) = 110 
First shift 10 1 
Second shift 11 



06 LEFT SHIFT A 

This instruction shifts (A) circularly to the left Y bit positions. The lower -order bits 
are replaced with the higher-order bits as the word is shifted. Only the lower-order six 
bits of Y are recognized for this instruction. The higher-order 24 bits are ignored. The 
over -all operation is analogous to the example given in the foregoing instruction. 

07 LEFT SHIFT AQ 

This instruction shifts (A) and (Q) as one 60-bit register. The shift is circular to the 
left Y bit positions. The lower-order bits of A are replaced with the higher-order bits 
of Q and the lower-order bits of Q are replaced with the higher-order bits of A. Only 
the lower-order six bits of Y are recognized by this instruction. The higher-order 24 
bits are ignored. 

Example of left circular shift in AQ: Y = 2 



Content of AQ 


Content of AQ 


(AQ). (positive) = 01010011 
First shift 10100110 
Second shift 01001101 


(AQ). (negative) = 10001011 
First shift 00010111 
Second shift 00101110 



10 ENTER Q 

Clear the Q-register. Then transmit Y to Q. 

11 ENTER A 

Clear A. Then transmit Y to A. 

12 ENTER B n 

Clear B-register j. Then transmit the lower -order 15 bits of Y to B-register j. The 
higher -order 15 bits of Y are ignored in this instruction. The Branch Condition Desig- 



* Maximum shift count permitted is 59D places. 
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nator, j , is used to specify the selected B-register for this instruction and is not avail- 
able for its normal function. 

13 EXTERNAL FUNCTION ON C* 

t = or 1. Interrogate the two bits connected to the input-active designator (flip-flops) 
on an interconnected computer. K the interconnected computer's input buffer is active, 

skip the next instruction. If the interconnected computer's input buffer is not active, 

1 ^ 

execute the next instruction. There are no External Function lines on C or C . k = 3 

is required for timing when jV or 1. Transmit Y, the External Function, over the 

channel specified by j^. Only k = 3 is permitted. 

14 STORE Q 

Store (Q) at storage address Y as directed by the Operand Interpretation Designator, k. 
If k = 0, complement (Q). If k = 4, store in A. 

15 STORE A 

Store (A) at storage address Y as directed by the Operand Interpretation Designator, k. 
K k = 4, complement (A). If k = 0, store in Q. 

16 STORE B* 

Store a 30-bit quantity whose lower-order 15 bits correspond to the content of B-register 
j and whose higher -order 15 bits are zero at storage address Y as directed by the 
Operand Interpretation Designator, k. The Branch Condition Designator, j, is used to 
specify the selected B-register for this instruction and is not available for its normal 
function. 

17 STORE (f 

Store the content of the C -channel specified by j at storage address Y. An Input Acknowl- 
edge signal is then sent on the C -channel. Only k = 3 is permitted. 

20 ADD A 

Add Y to the previous content of the Accumulator. 

21 SUBTRACT A 

Subtract Y from the previous content of the Accumulator. 

22 MULTIPLY 

Multiply (Q) times Y leaving the double-length product in AQ. If the factors are con- 
sidered as integers, the product is an integer in AQ. 
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The Branch Condition Designator, j , is interpreted prior to end correction permitting 
sensing of a product with (A), = 0. If j equal 4, a skip of the next instruction is made 
when (A). « 0. When (A) f £ +0, a double-length product has been formed with significant 
bit(s) in the Accumulator; however, if a Skip does occur for j - 4, the Multiply instruc- 
tion can be re-executed with the same operand and with j = 2 or 3 to determine if Q„q 
contains a significant bit (a one) of the product. 

In this instruction, k = 7 should not be used. 

23 DIVIDE 

Divide (AQ) by Y leaving the quotient in the Q-register and the remainder in the A- 
register. The remainder bears the same sign as the quotient. In this instruction, k - 7 
should not be used. 

NOTE: 

If a DIVIDE FAULT condition exists, no Maintenance Console indication is 
given; however, by coding each Divide instruction with j = 3, a program 
test for the DIVIDE FAULT is automatic. With this selection of \, a Skip 
of the next instruction occurs if a DIVIDE FAULT exists. The Skip should 
be made to a Jump instruction which provides a remedial means of noting 
or correcting the error. Therefore, the instruction which follows the Divide 
instruction should have its j = 1 in order to preclude the Jump instruction 
whenever the "Divide Sequence" culminates in a correct answer. 
A DIVIDE FAULT can also be detected if the Divide instruction is executed 
with j = 2. In this case, a correct answer is indicated when a Skip occurs. 

24 REPLACE A + Y 

Add (Y) to the previous content of A. Store (A) at storage address Y. 

25 REPLACE A - Y 

Subtract (Y) from the previous content of A. Then store (A) at storage address Y. 

26 ADD Q 

Interchange (A) and (Q). Then add Y to (A). Interchange (A) and (Q). The content of A 
is undisturbed by this instruction. The Branch Condition Designator, j , has special 
meaning in this instruction as in instruction 27. 

27 SUBTRACT Q 

Interchange (A) and (Q). Then subtract Y from (A). Interchange (A) and (Q). The con- 
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tent of A is undisturbed by this instruction. The Branch Condition Designator, j, has 
special meaning in this instruction as listed below. 



NOTE: 



In instructions 26 and 27 the Branch Condition Designator, j , has the 
following meaning: 



= 

= 1 

= 2 

= 3 

= 4 

= 5 

= 6 

= 7 



Do not skip the next instruction. 
Skip the next instruction. 
Skip the next instruction if (A) is positive. 
Skip the next instruction if (A) is negative. 
Skip the next instruction if (Q) is zero. 
Skip the next instruction if (Q) is nonzero. 
Skip the next instruction if (Q) is positive. 
Skip the next instruction if (Q) is negative. 



30 ENTER Y + Q 

Clear A. Then transmit (Q) to A. Then add Y to (A). 

31 ENTER Y - Q 

Clear A. Then transmit (Q) to A. Then subtract Y from (A). Finally, complement (A). 

32 STORE A + Q 

Add (Q) to the previous content of A. Then store (A) at storage address Y as directed by 
the Operand Interpretation Designator, k. 

33 STORE A - Q 

Subtract (Q) from the previous content of A. Then store (A) at storage address Y as 
directed by the Operand Interpretation Designator, k. 

34 REPLACE Y + Q 

Clear A. Then transmit (Q)to A. Then add (Y) to (A). Then store (A) at storage address Y. 

35 REPLACE Y - Q 

Clear A. Then transmit (Q) to A. Then subtract (Y) from (A). Then complement (A) and 
store at storage address Y. 

36 REPLACE Y + I 

Clear A. Then set (A) = 1. Then add (Y) to (A). Then store (A) at storage address Y. 
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37 REPLACE Y - I 

Clear A. Then set (A) = 1. Then subtract (Y) from (A). Then complement (A) and store 
at storage address Y. 

40 ENTER LOGICAL PRODUCT 

Enter in A the bit-by-bit product of Y and (Q). 

The j designator is interpreted in a special way for this instruction for the value j = 2 
or 3. If j = 2, Skip if the parity of (A), is even. K j = 3, Skip if the parity of (A) f is 
odd. 

NOTE: 

Even parity = an even number of "ones" in the A-register. 
Odd parity = an odd number of "ones" in the A-register. 

41 ADD LOGICAL PRODUCT 

Add to (A) the bit-by-bit product of Y and (Q). 

42 SUBTRACT LOGICAL PRODUCT 

Subtract from (A) the bit-by -bit product of Y and (Q). 

43 COMPARE MASKED 

Subtract from (A) the bit -by-bit product of Y and (Q), and perform the branch point 
evaluation for Skip of next sequential instruction as directed by the Branch Condition 
Designator, j. 

This instruction results in no net change in the content of any operational register. It 
provides, through the Branch Condition Designator, j , a comparison of a portion of Y with 
(A). 

44 REPLACE LOGICAL PRODUCT 

Enter in A the bit-by -bit product of (Y) and (Q). Then store (A) at storage address Y. 

The j designator is interpreted in a special way for this instruction for the values j = 2 
or 3. If j = 2, Skip if the parity of (A) f is even. If j = 3, Skip if the parity of (A) f is 
odd. 

NOTE: 

Even parity = an even number of "ones" in the A-register. 
Odd parity = an odd number of "ones" in the A-register. 
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45 REPLACE A + LOGICAL PRODUCT 

Add to (A) the bit-by-bit product of (Y) and (Q). Then store (A) at storage address Y. 

46 REPLACE A - LOGICAL PRODUCT 

Subtract from (A) the bit-by-bit product of (Y) and (Q). Then store (A) at storage address 
Y. 

47 STORE LOGICAL PRODUCT 

Store in address Y the bit-by-bit product of (A) and (Q) as directed by the Operand Inter- 
pretation Designator, k . 

50 SELECTIVE SET 

Set the individual bits of A to one corresponding to ones in Y leaving the remaining 
bits of A unaltered. 

51 SELECTIVE COMPLEMENT 

Complement the individual bits of A corresponding to ones in Y leaving the remaining 
bits of A unaltered. 

52 SELECTIVE CLEAR 

Clear the individual bits of A corresponding to ones in Y leaving the remaining bits of 
A unaltered. 

In this instruction, k = 7 should not be used. 

53 SELECTIVE SUBSTITUTE 

Set the individual bits of A with bits of Y corresponding to ones in Q leaving the remain- 
ing bits of A unaltered. 

In this instruction, k = 7 should not be used. 

54 REPLACE SELECTIVE SET 

Set the individual bits of A to one corresponding to ones in (Y) leaving the remaining 
bits of A unaltered. Then store (A) at storage address Y. 

55 REPLACE SELECTIVE COMPLEMENT 

Complement the individual bits of A corresponding to ones in (Y) leaving the remaining 
bits of A unaltered. Then store (A) at storage address Y. 
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56 REPLACE SELECTIVE CLEAR 

Clear individual bits of A corresponding to ones in (Y) leaving the remaining bits of A 
unaltered. Then store (A) at storage address Y. 

57 REPLACE SELECTIVE SUBSTITUTE 

Clear individual bits of A corresponding to ones in Q leaving the remaining bits of A 
unaltered. Then form the bit-by -bit product of (Y) and (Q),and set ones of this product 
in corresponding bits of A leaving the remaining bits of A unaltered. Then store (A) at 
storage address Y. 

60 JUMP (Arithmetic) 

This instruction clears the Program Address Register, P, and enters a new program 
address in P for certain conditions of either the A- or Q-register content. The Branch 
Condition Designator, j , is interpreted in a special way for this instruction and thus 
determines the conditions under which a Jump in program address occurs. If the Jump 
condition is not satisfied, the next sequential instruction in the current sequence is exe- 
cuted in a normal manner. If the Jump condition is satisfied, as listed below, then Y 
becomes the address of the next instruction and the beginning of a new program sequence. 



j = 0: 



J-l: 



= 2 
* 3 
= 4 
= 5 
= 6 



No jump. Set Interrupt Enable to remove interrupt lockout, thus 
clearing Bootstrap and Interrupt modes. Continue with current pro- 
gram sequence. 

Execute jump. Set Interrupt Enable to remove interrupt lockout, 
thus clearing Bootstrap and Interrupt modes. 
Execute jump if (Q) is positive. 
Execute jump if (Q) is negative. 
Execute jump if (A) is zero. 
Execute jump is (A) is nonzero. 
Execute jump if (A) is positive. 
Execute jump if (A) is negative. 



61 JUMP (Manual) 

This instruction clears the Program Address Register, P, and enters a new program 
address in P for certain conditions of manual JUMP key selections. The Branch Con- 
dition Designator, j , is interpreted in a special way for this instruction and thus deter- 
mines the conditions under which a jump in program address occurs. If the Jump condi- 
tion is not satisfied, the next sequential instruction in the current sequence is executed 
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in a normal manner. If the Jump condition is satisfied, as listed below, then Y becomes 
the address of the next instruction and the beginning of a new program sequence. 

Program execution may be stopped by certain STOP selections on execution of this in- 
struction. The Branch Condition Designator, j, specifies whichkey selections are effec- 
tive. 

j = 0: Execute jump regardless of key selections. 

j = 1: Execute jump if JUMP 1 is selected. 

j = 2: Execute jump if JUMP 2 is selected. 

j = 3: Execute jump if JUMP 3 is selected. 

j = 4: Execute jump. Stop computation. 

j a 5: Execute jump. Stop computation if STOP 5 is selected. 

j = 6: Execute jump. Stop computation if STOP 6 is selected. 

j = 7: Execute jump. Stop computation if STOP 7 is selected. 

62 JUMP ON d 1 ACTIVE INPUT BUFFER 

This instruction clears the Program Address Register, P, and enters a new program ad- 
dress in P for certain input buff er conditions on the channel designated by j. If the buffer 
is active, the Jump condition is satisfied; then Y becomes the address of the next in- 
struction. If the buffer in inactive, the Jump condition is not satisfied. The next sequen- 
tial instruction in the current sequence is executed in the normal manner, k = 0, 1, 2, or 
3 is permitted. 

63 JUMP ON d 1 ACTIVE OUTPUT BUFFER 

This instruction clears the Program Address Register, P, and enters a new address in P 
for certain output buffer conditions on the channel designated by j. K the buffer is active, 
the Jump condition is satisfied; then Y becomes the address of the next instruction. If 
the buffer is inactive, the Jump condition is not satisfied. The next sequential instruction 
in the current sequence is executed in the normal manner, k = 0, 1, 2, or 3 is permitted. 

64 RETURN JUMP (Arithmetic) 

This instruction executes a Return Jump sequence for certain conditions of either the A- 
or Q-register content. The Branch Condition Designator, j, is interpreted in a special 
way for this instruction and determines the conditions under which the Return Jump 
sequence is executed. If the Return Jump condition is not satisfied, the next sequential 
instruction in the current sequence is executed in a normal manner. If the Return Jump 
condition is satisfied, as listed below, the following sequence is performed. 
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Store (P) + 1 in the lower half of memory address Y. Then jump toy + 1. 



j = 

J -2 

j = 3 

j = 4 

j = 5 

j = 6 
J-7 



No action; continue with the current program sequence. 

Execute return jump. 

Execute return jump if (Q) is positive. 

Execute return jump if (Q) is negative. 

Execute return jump if (A) is zero. 

Execute return jump if (A) is nonzero. 

Execute return jump if (A) is positive. 

Execute return jump if (A) is negative. 



65 RETURN JUMP (Manual) 

This instruction executes a Return Jump sequence for certain conditions of manual key 
selections. The Branch Condition Designator, j , is interpreted in a special way for 
this instruction and determines the conditions under which the Return Jump sequence is 
executed. H the Return Jump condition is not satisfied, the next sequential instruction in 
the current sequence is executed in a normal manner. If the Return Jump condition is 
satisfied, as listed below, the following sequence is performed. 

Store (P) + 1 in the lower half of memory address Y. Then jump to Y + 1. 
j 



= 

* 1 

J' 3 

= 4 
# = 5 
j=6 

j= 7 



Execute return jump regardless of key selections. 

Execute return jump if JUMP 1 is selected. 

Execute return jump if JUMP 2 is selected. 

Execute return jump if JUMP 3 is selected. 

Execute return jump. Then stop computation. 

Execute return jump. Stop computation if STOP 5 is selected. 

Execute return jump. Stop computation if STOP 6 is selected. 

Execute return jump. Stop computation if STOP 7 is selected. 



TERMINATE <? INPUT BUFFER 



A 



This instruction terminates the input buffer on channel j No Input Buffer Monitor Inter- 
rupt will occur. 

The Operand Interpretation Designator, k, the Index Designator, b, and the Operand 
Designator, y, bits are not translated for this instruction. 



67 TERMINATE <? OUTPUT BUFFER 

This instruction terminates the output buffer on channel j\ No Output Buffer Monitor 
Interrupt will occur. 



A 
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The Operand Interpretation Designator, k, the Index Designator, b, and the Operand 
Designator, y, bits are not translated for this instruction. 

70 REPEAT 

7 7 

Clear B and transmit the lower 15 bits of Y to B . If Y is nonzero, transmit (j) to r 

(designator register), thereby, initiating the repeat mode. If Y is zero, skip the next 

instruction. 

REPEAT MODE - The repeat mode executes the instruction immediately following the 

7 
Repeat instruction Y times; B contains the number of executions remaining throughout 

the repeat mode. 

If no Skip condition is met for the repeated instruction, the repeat mode terminates. The 
instruction following the repeated instruction is then executed. If the Skip condition for 
the repeated instruction is met, the repeat mode terminates, and the instruction follow- 
ing the repeated instruction is skipped. 

7 
Following the repeat mode termination, the count remains in B . In no way does the 

repeat mode alter a repeated instruction as stored in memory. 

The three low-order bits of the r designator (from j of instruction 70) affect operand 
indexing as follows: 

r = 0: Do not modify the operand address of the repeated instruction after 
each individual execution. 

r = 1: Increase the operand address of the repeated instruction by one after 
each execution of the repeated instruction. 

r = 2: Decrease the operand address of the repeated instruction by one after 
each execution of the repeated instruction. 

r = 3: Repeat the initial B-register modification of the repeated instruction 
before each execution. 

r = 4: Do not modify the operand address of the repeated instruction after 
each individual execution. If the repeated instruction is a Replace in- 
struction, the operand address is incremented by (B ) for the store 
portion of the Replace Instruction. 

r =5: Increase the operand address of the repeated instruction by one after 
each execution of the repeated instruction. H the repeated instruction 
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a 

is a Replace instruction, the operand address is incremented by (B ) 
for the store portion of the Replace instruction. 

r = 6: Decrease the operand address of the repeated instruction by one after 
each execution of the repeated instruction. If the repeated instruction 
is a Replace instruction, the operand address is incremented by (B ) 
for the store portion of the Replace instruction. 

r s 7: Repeat the initial B-register modification of the repeated instruction 



before each execution. K the repeated instruction is a Replace instruc- 
tion, the operand address 
of the Replace instruction. 



tion, the operand address is incremented by (B ) for the store portion 



NOTE: 

Instruction 70 j designator establishes the repeat mode r designator 
since j is transmitted to r . 

71 B SKIP ON I? 

If the content of B-register j is equal to Y, skip the next instruction in the current se- 
quence and proceed to the instruction following. Clear B-register j. 

If the content of B-register j is not equal to Y, proceed to the next instruction in the 
sequence in a normal manner. Increase the content of B-register j by one. 

The Branch Condition Designator, j, is used to designate the selected B-register in this 
instruction and is not available for its normal function. Only the lower-order 15 bits of 
Y are used in the comparison described in the preceding paragraph. 

72 B JUMP ON d 1 

K the content of B-register j is nonzero execute a jump in program address to address 
Y. Reduce the content of B-register j by one. 

If the content of B-register j is zero, proceed to the next instruction in a normal manner. 
Do not alter the content of B-register j. 

The Branch Condition Designator, j, is used to designate the selected B-register in this 
instruction and is not available for its nor malfunction. If the Jump condition is satisfied, 
then the lower-order 15 bits of Y become the address of the next instruction and the be- 
ginning of the new program sequence. The higher -order 15 bits of (Y) cannot be used in 
this instruction. 
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73 INPUT BUFFER ON (P (mthout MONITOR Mode) 

This instruction establishes an input buffer via input buffer channel j to Magnetic Core 
Storage with an initial storage address Y. Subsequent to this instruction, individual trans- 
fers will be executed at a rate determined by an external device. The storage address 
initially established by this instruction will be advanced by one preceding each individual 
transfer. The next current address will be maintained throughout the buffer process in 
the lower-order 15 bits of Magnetic Core Storage address 00100 plus j. This mode will 
continue until it is superseded by a subsequent initiation or termination of an input buffer 
via the same input channel or until the higher-order half and the lower-order half of 
storage address 00100 plus j contain equal quantities, whichever occurs first. 

A 

This instruction is implemented as follows: ff k = 3, store (Y) in storage location 00100 

plus j. If k = 1, store the lower-order 15 bits of (Y) in the lower-order half of storage 

a A 

location 00100 plus j leaving the higher-order half undisturbed. If k = 0, store Y in the 

lower-order half of storage location 00100 plus j leaving the higher-order half undis- 
turbed. Proceed to the next instruction, k = 2 is not permitted. 

74 OUTPUT BUFFER ON (f (mthout MONITOR Mode) 

This instruction establishes an output buffer via output buffer channel j from initial 
storage address Y in Magnetic Core Storage. Subsequent to this instruction, the individual 
transfers will be executed at a rate determined by an external device. The storage ad- 
dress initially established by this instruction will be advanced by one preceding each 
individual transfer. The next current address will be maintained throughout the buffer 
process in the lower-order 15 bits of Magnetic Core Storage address 00120 plus j. This 
mode will continue until it is superseded by a subsequent initiation or termination of an 
output buffer via the same output channel or until the higher-order half and the lower- 
order half of storage address 00120 plus j contain equal quantities, whichever occurs 
first. 

A 

This instruction is implemented as follows: If k = 3, store (Y) in storage location 00120 
plus j. H k s 1, store the lower-order 15 bits of (Y) in the lower-order half of storage 
location 00120 plus j leaving the higher-order half undisturbed, ff k a 0, store Y in the 
lower-order half of storage location 00120 plus j leaving the higher-order half undis- 

A 

turbed. Proceed to the next instruction, k = 2 is not permitted. 



This instruction establishes an input buffer via input buffer channel j to Magnetic Core 



75 INPUT BUFFER ON (? (with MONITOR Mode) 
This instruction establishes an input buffer via 
Storage with an initial storage address Y. Subsequent to this instruction, the individual 
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transfers will be executed at a rate determined by an external device. The storage ad- 
dress initially established by this instruction will be advanced by one preceding each 
individual transfer. The next current address will be maintained throughout the buffer 
process in the lower-order 15 bits of Magnetic Core Storage address 00100 plus j. This 
mode will continue until it is superseded by a subsequent initiation or termination of an 
input buffer via the same input channel or until the higher-order half and the lower-order 
half of storage address 00100 plus A contain equal quantities, whichever occurs first. 
Initiation of this input buffer selects the input channel j and establishes a buffer monitor 
on input channel j. A Monitor Interrupt follows completion of the buffering operation: 
(00100 + j) = (00100 + j) L . 

This instruction is implemented as follows: If k = 3, store (Y) in storage location 00100 

A A 

plus j. If k = 1, store the lower-order 15 bits of (Y) in the lower-order half of storage 



A 



A 



location 00100 plus j leaving the higher-order half undisturbed. If k = 0, store Y in the 

a A 

lower-order half of storage location 00100 plus j. Proceed to the next instruction, k = 2 

is not permitted. 

76 OUTPUT BUFFER ON (f 1 (with MONITOR Mode) 

This instruction establishes an output buffer via output buffer channel j from initial 
storage address Y in Magnetic Core Storage. Subsequent to this instruction, the individual 
transfers will be executed at a rate determined by an external device. The storage in- 
itially established by this instruction will be advanced by one preceding each individual 
transfer. The next current address will be maintained throughout the buffer process in 
the lower-order 15 bits of Magnetic Core Storage address 00120 plus j. This mode will 
continue until it is superseded by a subsequent initiation or termination of an output buffer 
via the same output channel or until the higher -order half and the lower -order half of 
storage address 00120 plus j contain equal quantities, whichever occurs first. Initiation 
of this output buffer selects the output channel j and establishes a buffer monitor on out- 
put channel j . A Monitor Interrupt follows the completion of the buffering operation: 
(00120 + j) = (00120 + j) L . 

A 

This instruction is implemented as follows: If k = 3, store (Y) in storage location 00120 

A A 

plus j. If k = 1, store the lower-order 15 bits of (Y) in the lower-order half of storage 

location 00120 plus j leaving the higher-order half undisturbed. K k = 0, store Y in the 
lower-order half of storage location 00120 plus j leaving the higher-order half undis- 
turbed. Proceed to the next instruction. k = 2 is not permitted. 
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W 



*j -DESIGNATORS 



1 


COSMA.aQ.aAO 

04 


oiv 

23 


•DBMt.SUtaO 
2« 2T 


tMTHP.NPIMJ PPT 

40 44 TO 





IMSWO) 


<l»aU»| 


(itaaua) 


l»«lll 


teaatlJTatNC-r 


I 


(«Mcaa4lh«»«l ahiat 


SKIP 


SKIP 


SKIP 


AOV TatKC.Y.I 


2 


Tunt It •(« 


HO OoFIK 


A POt 


PUNiafllY 


MCK jTalNt.Y-l 


3 


TNORCj r >I0I 


Oaar Plw 


A Mt 


00*p4«»T 


AOOI YalNE'YXt 


4 


Y IN llOU T «• Y »(») 


a zno 


a zwo 


AZfRO 


KM. IK. TafM^Yl't". 


• 


9 


TOUT !(0)< I«» 1UI 


mnin 


NOT Zan 


A NOT Zan 


AOVN- JYXM-Y.lF.HI 


/, 


e 


Y LUt i Y s (»> 


A POt 


POt 


A POt 


MCN* !TaH«.t-i).s41 


J 


T 


T MOM 1 T > 141 


A Nt* 


M* 


A Nt* 


AOOt* Jtal «.». •»[.*• 


■1 



</ B* I w r m wt II Nt it MH, i 



NORMAL 
j-DESIG. 



1 


4 ec»l 
Shit CaaV 





(iwaal*) 


1 


SUP 




POt 




Ntt 




A Zt«0 




A NOT Zan 




A POt 




A NC* 



NORMAL 
k-DESIGNATORS 



Mj- ui»at M» »mir| wmt 



NTP« UNIT COHPUTIIt 

AN/M5Q-20 %#a(*u •/ % * > **** * 

h*m SHiii>a ttmunm*i r m MnfiMbKin en ui,Kmm m -i,--itt 

fftM Witt** mii ui m«M *> V w D»u gut** • ft awunen iav, rat nv .|,-»r»A 



SfftM •Nitt* * am ui *■* t> v w i»»*«.«tM«*» • ft awunen on,™ <*,•!, -*■ 

■jiati iNKi- Ao imwmm*i v w »»»■» tfmm . «S aim mi n* •«,••• -»*•* 

(X cot» m » a.»o,»ao iMaaiilMi'MH •' W>i*w>ii«i .tn,-+tq,nm ioi, •!.-«• t 

as Mi Mm«a. ....' tmimutotr to *■* teiwu m i t ) ti—n»Tm e» nnn «n m mi .i 

otUftMHt** iwttAlutiti r f tar toman JtwuPmif 1- O wli n I 

U UlMm.M HHWUtli r «t*Jw«W>^lw<CIMf *a*h>Y» ClhtM 1 

n Dft«>Q.... T -*•« MMMfcrl Mfht acMn, I lav * • 

it nn*«A Y-»», «r *•*»«» •c"i».*CTivf jimkjYif cIm* I i-dm 

a MT*«a* t-»r . OUTMMfcfl Mteactoa J 

o* (nm-riaCTMaKC*. T«o«iJn-»o.T<««i.s«NW m «*»» J—r i»it * » u fc) \*m, »r-i«K p»i-*y t ii 

M «T««I«0 O-»-Y,l-0,0'-M M HH»» *mf l —ml l JariWMIatJP»IUPi-M 



»!•»•• A W-»v,f4,<-fr/l M*IUMIiili*C a «IWUT. T«»*M« hi* buHir •• annual f 

a train ••* 1r** CT*itmtiMai«c^>oiiirvT *»■*■«» «n«n»»n«...iii M i!T 

it* tTat» • c*. w-»y k^immT. c«.i. m y ««». 

10 MOaA <A)tY-a>A 71 «**!••(*. («i .T. ak* HI OM daa» Ol 1 , (tl 1 » Y, 

«i tutttacl'* BU-y-a-a Aa>aaca |i m ra* M 

It MULlMr BttU n Man*'** IBf-O. rtXM, (l|l«0. tt>l-l >M 

B*MVM» IM/V -»g.ft-*-A| !•"» !• a»Jr«M r 

M WIN • A«Y W*|Y|-»V*A 73~IN»i l l>C*Mtaila> a *«>iM«>.Mtar Man S » ■S.<Yl-n.|00t00«Tl, 

.»-». (•>-«)-»• Y»» ...... 



• i,(vi.-*.noao.t l ii 
•o, r -►(oouo.rv 



tt* am>>« m. Y-^aiNi'UiiliiMnrMaw . t-o. Y-»«moo.n. 

tl*W(Ma »0 a-Y-»al»|'WI|/lMn(4l>rMUI T< OUYiml.rt iHiiHiOi .Hi).6mH» 0UTa» C'i £•». W-» 10080*11 ■ 

s Biftt<i«t y-«i-*a * -■ — *• 

ji «t«.y-0 y-b-a-a 

St tTafc'A.O 1AI»BI-*Y»« W mm • ^ UnrWHmm •***■ tllm IN an c' • 

SB IYW»aA-a IA)-«|-a.Y»A _ 

xHin'iig. m««-»»«* f 

K MM • >•« IYI-I0I-»»»A 

M mim • y*i..... iyi.i-»-y»» .■••kn ooow.j 

J? «••«.•»• t-l IYI-1-A-Yt.A l»-0UTj»l'C"Wtl..|»0Aim«~«.iKfl«OUT««C»w;tk ML 

40*OITar • If" (jYal^'A l Ct.t>yir>*nl-S.<«<Mll l f.>.l«-*«»«0«Tli 

« ado.i» Jnai»<Ai-»A f •■. IYV-Mooao.fi, 

« Miwif * - Jyioi1-»a t-o. y -frUowK. 

41 COMftn . MA« |A|-ijira|<OIKIUA>njYIQtlA)rU|| —.**.« oooto.l 

WlkPIM • i* Ur)BI-»Y»Ai !■ » <». M rll | ,|«».«» wr«, - (10-OPanitlaA 1 

49 HAM • A*!*. UYMKIAI-kYtA - Ci»»ll— "A ■>•« > C*-l H«M-M4a 

« lt#UM • »-U>. Ul-U»M0I-»Y»« -CLm> •*.•«■••*.«» J 

« IMk-LT UAX0l-»Y, UlriAH 

90 WlMta • Ml KT ia^i ran V.' I 

•i Humn • »* f ootiruiiaiY lAvrat y„-i 

» MUMta • «.•* (XtM «,«• T»'l 

S Wlmlm • tu** Y»-»lA4,fO« (Oh-I 

**Lr-UtkalP>MWI CP- C ««p H »in « IU - Srt.lltgn C^-ClMr ?|sn«HI i»> D nHm Hra hw I HH » 1*1 Mil Y - TM w«nMi Y •> IYI 

MOTE: SUP Mil Mar Ci wu m H i (an cMnMI OarllhM Infill Mtoi acllvt. Cawwlc Met. 



NTDS UNIT COMPUTER 

AN/USQ-20 TZefwtioine *{ *)«4t*ucaoK* 



01 Right SHift • Q Shift (Q) Right by Y 

02 Right SHift • A Shift (A) Right by Y 

03 Right SHift • AQ Shift (AQ) Right by Y 

04* COMpore • A,«Q,*AQ Sense (j) ( (A) { «(A) f 

05 Left SHift • Q Shift (Q) Left by Y 

06 Left SHift • A Shift (A) Left by Y 

07 Left SHift • AQ Shift (AQ) Left by Y 

10 ENTer • Q Y -*• Q 

11 ENTer • A Y -*> A 

12 ENTer • B n Y -► B* * 

13* External -FunCTion»C n . fcOorl.M-^c'.T'Oorl.See Note. 

14 SToRe «Q (Q)-*Ysk=0,Q'-*Q 

15 SToRe* A (A) -►Y,k«4,A , -^A 

16 SToRe • B n (B)j-* Y 

17* SToRe • C ft . (C)J-* Y 

20 ADD • A (A)+ Y -*► A 

21 SUBtract • A (A)-Y-^A 

22 MULtiply (Q) Y -► AQ 

23* OlVide (AQ)/ Y -*» Q. R -*A f 

24 RePLace • A*Y (A)+(Y)— ►YBA 

25 RePLace • A-Y (A)-(Y)-* Y8 A 

26* ADD • Q (Q)+ Y — ►Q. (A) j=(A)flj interpretation 

27* SUBtract • Q (Q)- Y -*Q.(A) j « (A)f J reversed for A8Q 

30 ENTer •Y + Q Y +(Q)-*A 

31 ENTer • Y-Q. . .... .. Y-(Q)-*A 

32 SToRe • A+Q. . (A)+{Q)-*YaA 

33 SToRe • A- Q (A)-(Q)-*- Y8 A 

34 RePLace • Y+Q (Y)+(Q)-*> Y 8 A 

35 RePLace • Y-Q (Y)-(Q)-*Y8A 

36 RePLace • Y+ 1 ( Y ) + |-*.YaA 

37 RePLace* Y- 1 (Y)-I-^Y8A 

40* ENTer • LP** L[Y(Q)]-*-A,j»2,even parityj J =3, odd parity 

41 ADD • LP L[Y(Q)]+(A)-*-A 

42 SUBtract • LP (A) - l[Y(Q)]-*>A 

43 COMpare • MASK (A) - l[yIQ)]SENSE (j),(A)+L[Y(Q)J}(A)j=(A)f 

44* RePLace • LP L(Y)(Q)-*-Y8A } j=2,even parityij=3,odd parity 

45 RePLace • A+LP L(Y)(Q) + (A)-*Y8A 

46 RePLace • A -LP. (A)-L(Y)(Q)-*Y8A 

47 SToRe • LP L(A)(Q)-> Yj (A)j = (A)f 

50 SELective • SET SET (A)„ FOR Y n 3 I 

51 SELective • CP** COMPLEMENT (A) n FOR Y n «l 

52 SELective • CL** CLEAR (A) n FOR Y n =l 

53 SELective • SU** Y n -^(A) n FOR (Q) n =l 

**LP- Logical Product CP - Complement SU - Substitute CL -Clear 

NOTE: Skip Nl jf other Computer (on channel or I 



54 Replace SEIective • SET. 

55 Replace SEIective • CP. . 

56 Replace SEIective • CL. . 

57 Replace SEIective • SU. . 

60 JumP (arithmetic) . . . . 

61 JumP (manual) 

62* JumP (If •C n has ACTIVE 

IN put buffer) . .. . 
63* JumP (if »C n has ACTIVE 
OUT put buffer) . . . 

64 Return JumP (arithmetic) 

65 Return JumP (manual). . 
66* TERMinate • C n • INPUT. . 
67* TERMinate • C n * OUTPUT 

70* RePeaT 

71 BSKip* B n . 



72 BJumP • B" 



73* INput • C n (without monitor mode) 



74* OUTput* cVithout monitor mode) . Buffer OUT on C J V 



75* INput • cNwith'MONITOR mode). Buffer IN on 



76* OUTput «C n (with •MONITOR mode) 



— NO -OPeration 

— Complement • A or • Q . 

— CLear*A,*Q,*B n , or Y 



SET (A) n FOR (Y) n -I, -*- Y 8 A 
COMPLEMENT (A) n FOR (Y) n = I, -+> Y 8 A 
CLEAR (A)„ FOR (Y) n = l, -+> Y 8 A 
(Y) n — ►(Alh FOR (Q) n -I, -*Y 
Ijump to Yif j-condition is satisfied, 
/(see JP 8 RJP j -Designators) 
Jump to Y if C' input *J 
buffer active A (see JP 8 RJP 

Jump to Yif C J output j -Designators) 
buffer active 

}Jump to Y + l and P+l ->-Yl if j condition is 
satisfied (see JP 8 RJP j - Designators ) 

Terminate input buffer on channel ? 

Terminate output buffer on channel ? 

Execute Nl Y times 

(B)* =Y, skip Nl and clear (B) 1 , (B)J * Y, 

Advance B' and read Nl 

(B)J =0, read Nl ■, (B)J # O , (B)i-I and 
Y 

k«3,(Y)-^(OOIOO+T) } 
k s l,(Y) r *»(OOIOO+t)i 
k*0, Y -► (00I00+T)l- 
k »3, (Y)-*- (00120+?), 
k = l,(Y) L -*(OOI20+?) L ., 
A k»0, Y -► (00120 +f) t . 
c' with mon. 

k=3,(Y)-*-(OOIOO + T), 
k = l,(Y) t -MOOIOO+j) L , 
k»0, Y -*-(00l00+?) t . 
A mon. inter, at 00040 +\ 

Buffer OUT on C J with mon. 

k = 3,(Y)-MOOI20+T); 
k = l,(Y) L -MOOI20+?) L , 
k=0, Y -►(00I20+T) t . 
mon. inter, at 00060 + ? 

' CS-I Mono— codes 



jump to address 
Buffer IN on C^ 



at Special j 8 k Designators (see opposite side of card) 
) has input buffer active. Execute twice. 



Y-The operand-, Y or (Y) 



NTDS UNIT COMPUTER 

AN/USQ-20 Reftemfoine o£ Itiatnuctuxtu 



JP & RJP 
j-DESIGNATORS 



i 


JP RJP 

60 64 


JP RJP 

61 65 





(No Jump)* 


(Uncond. Jump) 


i 


(Uncond. Jump)* 


KEY 1 


2 


POS 


KEY 2 


3 


Q NEG 


KEY 3 


4 


A ZERO 


STOP 


5 


A NOT Zero 


STOP 5 


6 


A POS 


STOP 6 


7 


A NEG 


STOP 7 


j 


62 T 


63 T 


0-1 5g 


C n ACTIVE IN 


C n ACTIVE OUT 



60 Clears interrupt S bootstrap modes. 



j-DESIGNATORS 







(4 bits) 








j Occupies 4 bit positions and represents C n where n may be — 
The instruction word assumes the format: 

f 7 \ b y 


■I5 8 




29- -24 23 - 20|l9 I8|l7 - 15 14- 


-0 













^-DESIGNATORS 



(2 bits) 



k 


EX-FCT 

13 


STR»C n 

17 


JP 

62 63 


IN«C n ,OUT»C n 

73 75 74 76 





'not used 1 


'not used 1 


'blank' 


'blank' 


1 


'not used' 


'not used 1 


L 


L 


2 


'not used' 


'not used' 


U 


'not used' 


3 


W 


W 


W 


W 



* j-DESIGNATORS 



i 


COM*A,*Q,*AQ 

04 


OIV 

23 


AOD*Q,SUB*Q 

26 27 


ENT»LP,RPL«LP 

40 44 


RPT 

70 





(no skip) 


(no skip) 


(no skip) 


(no skip) 


(nomod.)!YofNE = Y 


i 


(unconditional skip) 


SKIP 


SKIP 


SKIP 


ADV ',YofNE = Y+l 


2 


YLESS j Y 5(Q) 


NO Over Flow 


A POS 


EVEN parity 


BACK |YofNE = Y-l 


3 


Y MORE J Y > (Q) 


Over Flow 


A NEG 


ODD parity 


ADDS |YofNE=Y+Bb 


4 


Y IN !(Q)2 Y and Y >(A) 


A ZERO 


Q ZERO 


A ZERO 


Rpl. Inc. |Yof NE=y[+B 6 ] 


• 


5 


Y OUT !(0)< Y or Y <(A) 


A NOT Zero 


NOT Zero 


A NOT Zero 


ADVR |Yof NE = Y + l[+B 6 ] 


• 


6 


Y LESS ! Y 5 (A) 


A POS 


Q POS 


A POS 


BACKR |Yof NE=Y-l[+B 6 ] 


• 


7 


Y MORE J Y > (A) 


A NEG 


NEG 


A NEG 


ADD BR JYof NE=Y+Bb[+B 6 ; 


• 



y B 6 Increment if Nl is RPL class $ increments Y address for the store portion of the replace. 
NE — Next execution 



NORMAL 
j-DESIG. 



j 


(Not applicable on 
* or ~) 
Skip Code 





(no skip) 


1 


SKIP 


2 


POS 


3 


Q NEG 


4 


A ZERO 


5 


A NOT Zero 


6 


A POS 


*7 


A NEG 



NORMAL 
k-DESIGNATORS 



k 


READ 
Code Origin 


STORE 
Code Dest. 


REPLACE 
Code Origin Dest. 





'blank' 


Ul 


Q 





'not used' 


— 


— 


1 


L 


M L 


L 


M L 


L 


M L 


M L 


2 


U 


My 


U 


My 


U 


My 


My 


3 


W 


M 


W 


M 


W 


M 


M 


4 


X 


XU L 


A 


A 


'not used 1 


— 


— 


5 


LX 


XM L 


CPL 


Cpl M L 


LX 


XM L 


M L 


6 


UX 


XMu 


CPU 


Cpl My 


UX 


XMu 


My 


7 


A 


A 


CPW 


Cpl M 


'not used' 


— 


— 



LEGEND 
M - Memory word (30 bits) 
Ml- Lower half memory word 
My- Upper half memory word 
X - Sign bit extended 
Cpl - Complement 
A t A- register 
Q - Q-register 
U - U-register 



